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04/18/22, REVISED AREAS ARE BUBBLED
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2ND ENTRANCE

FRONT ENTRY ENCLOSED PORCH 
(COMPLETED JAN 22) + UPGRADE 
FOUNDATION + FLOOR JOISTS

SCOPE OF WORK:

1) FRONT ENTRY PORCH (COMPLETED JAN 22)
DISASSEMBLE EXISTING W/ INTENT ON RE-USING 
AS MUCH HISTORICAL MATERIAL AS POSSIBLE 
SUCH AS POSTS, SPECIAL CROSS-BRACING + 
OTHER WOOD MAJOR ELEMENTS, ENTRY DOORS + 
STAINED GLASS WINDOWS.

   -UPGRADE FOUNDATION + FLOOR JOISTS AS 
SHOWN

   -NEW RAFTERS + ASPHALT SHINGLES

2) DECK AREA W/ STAIRS (COMPLETED JAN 22)
REBUILD TO MATCH EXISTING WITH UPGRADED 
FOUNDATION PIERS AND ALL NEW ELEMENTS; 
ONE TREAD WAS ADDED TO PREXISTING LAYOUT

3) NEW ACCESSIBLE RAMP

ORIGINALLY 
PROPOSED 73'-2", 
REVISED PROPOSED 
69'-8" TO FRONT 
LOT LINE

PROPOSED 32'-4" 
TO SIDE LOT LINE

ZONING BOARD OF APPEALS APPLICATION 
NOTES:

1) RR-10 ZONING
2) APPLICATION FOR NEW PROPOSED RAMP 
ONLY
3) REQ'D SIDE YARD= 100'
    REQUESTED SIDE YARD= 32'-4"

4) REQ'D FRONT YARD= 100'
    ORIGINAL REQUESTED FRONT YARD RAMP 
TO LOT LINE =73'-2"
    NEW REQUESTED FRONT YARD RAMP TO LOT 
LINE= 69'-8"
5) ORIGINAL PORCH STAIR TO FRONT LOT LINE 
= 66'-2"
    NEW PORCH STAIR TO FRONT LOT LINE=  
65'-1"

6) NO VARIANCE REQUESTED FOR 2ND LOT 
LINE SETBACK (+/- 127'), OR REAR REQUIRED 
SETBACK (+/- 556')
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Julie's iMac
This is the New Drawing. Relevant Changes from the August proposal are outlined in red.
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