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NOTES:

1.

BASE MAP OBTAINED FROM A SURVEY TITLED
"SURVEY AND TOPOGRAPHIC MAP PREPARED
FOR WOLF AND CLARK" BY BLY AND HOUSTON
INC., LAND SURVEYORS, DATED JUNE 12, 2021.

. WETLAND DELINEATED BY TACONIC

ENGINEERING PERSONNEL ON APRIL 26, 2022.
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DENSITY REQUIREMENTS - ZONE RAG-4 (RESIDENTIAL-AGRICULTURAL)

USE MINIMUM LOT | MINIMUM LOT | MIN. ROAD MINIMUM FRONT MINIMUM REAR MINIMUM SIDE IMNI|3AE>I§i|\'\//|ILCJ)|\LAJS MAXIMUM MAXIMUM
AREA WIDTH FRONTAGE YARD SETBACK YARD SETBACK YARD SETBACK COVERAGE STORIES HEIGHT
REQUIRED - 5 ACRES 300' 300' 100 75' 75' 10% 25 35'
EXISTING RESIDENTIAL 7.39 ACRES +245' +245' +466' +282' +42' +1.14% 2 +14'-0"
PROPOSED NO CHANGE NO CHANGE NO CHANGE NO CHANGE 441" 291" 43' 1.52% 2.5 21'-0
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NOTES:

1.

BASE MAP OBTAINED FROM A SURVEY TITLED "SURVEY AND TOPOGRAPHIC MAP PREPARED

FOR WOLF AND CLARK" BY BLY AND HOUSTON INC., LAND SURVEYORS, DATED JUNE 12, 2021.
2. WETLAND DELINEATED BY TACONIC ENGINEERING PERSONNEL ON APRIL 26, 2022.
3.

EXISTING SEPTIC SYSTEM TO BE ABANDONED IN ACCORDANCE WITH ALL APPLICABLE NYS
AND DC EHSD STANDARDS.
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DRAINAGE STRUCTURE ELEVATION SCHEDULE

cB-1 | CB-2 | CB-3 | YD1 | YD-2 | YD-3 | YD4 | YD-5 | YD-6 | YD-7 | YD-8 | YD-9 | YD-10 | YD-11 | YD-12 | YD-13 | YD-14 | YD-15 | YD-16

RIM 440.25'| 440.25' | 440.70' | 440.83'| 440.83' | 440.83' | 440.83' | 440.25' | 440.25' | 440.50' | 440.50' | 440.75' | 440.75' | 440.50' | 438.75' | 438.75' | 438.75' | 438.75' | 438.75'
INV.IN |439.25'| 438.83" | 437.66' - - - - - - - - - - - - . - - -
INV. OUT |439.08'|438.66' | 437.50' - - - - - - - - - - - - . - . -
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' 6" @ PVC SDR 35, TYP.

PROPOSED TRENCH DRAIN, ‘
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CB-1’
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BOW ELEV.: +436.39'
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PROPOSED YARD DRAIN, —.
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TOW ELEV.: +441.50'
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TOW ELEV.: +436.00'
BOW ELEV.: +430.65'
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NATURAL STONE PATH, ’
SEE DETAIL D/C103 Q
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10 0 s o 20 s 1. BASE MAP OBTAINED FROM A SURVEY TITLED "SURVEY AND TOPOGRAPHIC MAP
E;!—-E;E— PREPARED FOR WOLF AND CLARK" BY BLY AND HOUSTON INC., LAND
SURVEYORS, DATED JUNE 12, 2021.
( IN FEET ) 2. WETLAND DELINEATED BY TACONIC ENGINEERING PERSONNEL ON APRIL 26, 2022.

3. EXISTING SEPTIC SYSTEM TO BE ABANDONED IN ACCORDANCE WITH ALL
APPLICABLE NYS AND DC EHSD STANDARDS.

1 inch = 10 ft.
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FRAME AND GRATE, EAST
JORDAN IRON WORKS OR
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A LvZ

A AL GROUT SPACE BETWEEN
PIPE AND CATCH BASIN TYP.
$INV. IN: SEE CHART O 5 ‘
= INV. OUT: SEE CHART@
4 1!_0"
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STORMWATER LINE, (1'-0" MIN.)
6" J PVC SDR 35
Lo 9" COMPACTED
COMPACTED GRAVEL MATERIAL,
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SECTION VIEW

/“C "\ CATCH BASIN DETAIL

C103/ SCALE:N.TS.

/"D \ CULVERT DETAIL

C103/ sCALE:N.Ts.

NOTES:

1.

2.

3.

CULVERT SHALL BE N-12 HDPE SMOOTH BORE, UNLESS
OTHERWISE STATED; DIMENSIONS TO VARY.

FLARED END SECTIONS SHALL BE GALVANIZED STEEL, TO
ACCOMMODATE CONNECTION TO 6" PVC.

A TOE PLATE EXTENSION SHALL BE SUPPLIED. THE TOE PLATE
SHALL BE THE SAME BASE METAL AS THE END SECTION AND SHALL
BE FASTENED TO THE END SECTION WITH 3/8" DIAMETER BOLTS.
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